1410
Dispersion acrylic bonding primer intended to be applied under the self-levelling screeds and screeding
mixes.

Product characteristics
Fortecoat 1410 is a dispersion acrylic water-soluble concentrated
solution. It is supplied in plastic vessels, the required concentration
(mixing ratio) is prepared directly on site. It contains additives which
ensure good adhesion of the primer to the underlayer as well as that of
the layers applied on the underlayer.
Fortecoat 1410 penetrates to the underlayer and reduces its absorption,
increases its strength and improves its water-repelling characteristics.
Concurrently, it forms a smooth strengthening film on the surface to
prevent the underlayer air from escaping and to increase the adhesion.
The coat may also be applied to stabilise disturbed concrete surfaces.
Advantages

Easy to process

Cost effective

Good penetration and stabilisation properties

Low-viscous solution of the final preparation

Good mechanical properties

Stable in frost/melting cycles

Penetration primer with tried and tested use
Instructions for use
1) Underlayer preparation
The underlayer must be dry, stabilised, free of loose particles and grease
(blasting, grinding, milling) with a subsequent vacuuming of dust.
Mechanical and chemical cleaning of the dust is a prerequisite for a
successful application.
2) Mixing
Fortecoat 1410 is mixed with water in a ratio based on the absorption of
the underlayer (see Table). For concrete surfaces, the thinning ratio is
regulated and the coat is applied until the matt (not shiny) spots on the
treated surface disappear.

Underlayer type
Concrete
Dry porous surfaces

Test certificates
Initial tests were performed on the product, along with the assessment
of compliance with Directive 89/106/EEC (CPD - Construction Products
Directive) as amended.
Tool cleaning
Clean all the tools thoroughly with water.
Packaging
Fortecoat 1410 is supplied in 20-litre PE containers.
Storage conditions
To be stored in original sealed containers, in a dry and properly
ventilated place, without direct sunlight, in temperatures from +5 to
+25°C.
Warranty Period
The warranty period is 12 months from the date of production, storage
conditions must be followed. The solution contains water, it must not be
exposed to frost during transport and storage.
Health and Safety
Fortecoat 1410 is a water-based material, it is not dangerous in regular
use. Use protective glasses and gloves when handling. In case of
contact with eyes, keep rinsing for at least 15 minutes with plenty of
water. In case of contact with skin, wash immediately with soap and
water.
For more information, see the Safety data sheet.
Warning
 Before application please check on the pages
www.fortemix.eu, whether you have up-to-date technical
documentation.

Thinning ratio
Fortecoat 1410 : water
1:3
1st coat 1: 5
2nd coat 1: 3

First the solution is measured, the required amount of water is added,
and subsequently the material may be mixed using the mixing
attachment in a drill.
3) Application
Fortecoat 1410 is applied to the surface by a sprayer or a watering can
to ensure that no puddles form. Application is by a soft brush or a paint
roller. The correctly treated underlayer must exhibit a dry and shiny
surface which ensures good fluidity and adhesion with the self-levelling
materials Fornivel and screeding mixes Forcem. The drying time is
approx. 2-12 hours (depending on the specific conditions), sufficient
ventilation is recommended.
The required temperature of the
underlayer, Fortecoat 1410 and the environment during application
should be between +5 and +25°C. Before the application of subsequent
layers it is necessary for the primer coat to have dried completely.

FORTEMIX is not responsible for any damages resulting from disobedience of the manufacturer’s instructions and recommendations.
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